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These Bailey centre locking drain testing plugs have a high-quality aluminium body and a strong rubber 

ring that can be expanded to fit tightly inside pipes for drain and sewer pressure testing. It can also be used 

as a temporary or permanent pipe closure. Bailey Products are a leading manufacturer of a wide range of 

testing/stopping plugs. The quality of our products are widely recognised as being of the highest standard.

SKU BARCODE DIAMETER
BSP 

OUTLET
OPERATING 

RANGE
PSI WINGNUT CAP WEIGHT

MM186-050 5015375001861 50mm (2”) 1/2” 49-60mm 7 Brass Plastic 218g

MM188-063 5016729025595 65mm (2 1/2”) 1/2” 61-75mm 7 Brass Plastic 257g

MM187-075 5015375001878 75mm (3”) 1/2” 73-85mm 7 Brass Plastic 287g

MM206-090 9419678005056 85mm (3 1/2”) 1/2” 85-95mm 7 Brass Plastic 353g

MM189-100 5015375001892 100mm (4”) 1/2” 94-110mm 7 Brass Plastic 337g

MM197-115 9419678004776 115mm (4 1/2”) 1/2” 110-120mm 7 Brass Plastic 406g

MM1278-125 9419678005018 125mm (5”) 1/2” 121-138mm 7 Brass Plastic 647g

MM191-150 5015375001915 150mm (6”) 1/2” 146-163mm 7 Brass Plastic 670g

MM190-175 9419678005049 175mm (7”) 1” 170-195mm 7 Steel Brass 1309g

MM193-200 5015375001939 200mm (8”) 1” 191-211mm 7 Steel Brass 1516g

MM194-225 5015375001946 225mm (9”) 1” 216-235mm 7 Steel Brass 1800g

MM195-250 5015375001953 255mm (10”) 1” 244-260mm 7 Steel Brass 2209g

MM196-300 5015375001960 300mm (12”) 1” 296-314mm 7 Steel Brass 3295g

MM1280-350 5015375012805 350mm (14”) 1” 340-375mm 5 Steel Brass 5262g

MM1281-375 5015375012812 375mm (15”) 1” 365-400mm 5 Steel Brass 5189g

MM1282-400 5015375012829 400mm (16”) 1” 390-425mm 5 Steel Brass 6276g

MM1283-450 5015375012836 450mm (18”) 1” 440-475mm 5 Steel Brass 8200g

ALUMINIUM DRAIN TEST PLUGS
P R O D U C T  I N F O


